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HARDWARE 
 
Video  

 • Advanced AVC/MPEG-2/VC-1video (WMV9) 
 • H.264/AVC main profile 
 • VC-1 
 • CABAC and CAVLC supported 
 • Automatic Null Packet Stuffing  
 • Support CBR & VBR 
 • MPEG-2 SD 
 • MPEG still-picture decoding  
 • Support NTSC, PAL  

• 480i/480p/576i/576p output  
 • Digital Video Noise Reduction Engine 

Audio  
 • Advanced Audio support 
 • AAC LC  
 • VC-1 
 • Dolby Digital, Dolby Digital Plus  
 • MPEG I Layer 1, 2 
 • MPEG I Layer 3 (MP3)  
 • MPEG-2 SD 
 • Windows Media Audio (WMA)  

 
Content Security 

• Macrovision (Optional)   • WM DRM (Optional)  
 

CPU & Memory 
• CPU: 450MHz    • Flash: NAND 64MB 
• RAM: 64MB DDR 

 
Physical characteristics  
Dimension: 300mm (L)*220mm*(W)*40mm(H)  
Weight: About 1kg  
Operating Temperature: 0°C to 40°C 
Operating Humidity: 45%-95% 
R/C operates on 2 AAA batteries 
 
Power supply  
Input: AC90-240V+10 - 50/60Hz   Output: AC7.5V, 2.5A    
Power Consumption: About 18.75W 
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     Set Top Box 

  AD8606IP   

AD8606IP  Set Top Box 

Targeted at IP set-top box market, the IP is a cost-
effective and advanced IPTV platform. It is 
designed for decoding AVC/MPEG-2/VC-1 video 
and advanced-audio over broadband IP networks.  
It could be used for delivering high quality 
broadcast, on-demand and interactive TV services. 
 
Front Panel  

• Four-character (programmable) alphanumeric    
   display  
• STB on/standby hardware switch                    
• An infrared receiver (IR) 
• A pin reset button    • A USB 2.0 Host  

 
Back Panel  

• A 10/100Mbps Ethernet interface (RJ45) 
• A composite video output (RCA) 
• A S-video output      • A component video output  
• An analog stereo audio output (RCA) 
• A DC input connector  
• A digital audio output: coaxial(S/PDIF) 
 

Accesories  
• 44 keys IR Remote Controller  
• Plug-top Power Supply  
• Composite Video& Stereo Audio Cable 
• User’s Guide  
 

 
 

SOFTWARE 
 
Middleware 
This IPTV Set top box supports a wide range of 
middleware providers for integration as part of 
a broadband TV solution. 
 
OS 

• Linux OS (Kernel ver. 2.6)  
 
 

 
 

 


