&

DEMODULATOR

AD 6022

DVB-C HD H.264/HEVC/MPEG-4/MPEG-2

FEATURES

@ Fully comply with DVB-C and HEVC, H.264,MPEG-4,MPEG-2 Standard
@ Cxternal DC 12V/1A Adaptor (Optional)

@ Support CAS, EPG, display present/next TV

@ Support 7/8 MHz software setting

@ PAL & NTSC Auto Switch

@ Auto / Manual scan

@ USB PVR & Time Shift

@ Parent control

@ USB host (software upgrade and MP3/MP4/JPEG playback)
@ HDMI 1.4 Transmitter with HDCP

@ 1000 channels

@ HD formats supported :480p, 576p, 720p, 1080i/P

@ SISO/MISO supported TUNER & CHANNEL
@ Single and multiple PLPs supported

@ USB Wifi, 3G, YouTube, DLNA (Optional)
@ [PTV protocol integrated (optional)

e Input connector : IEC Male , 75 ohm
e Input Frequency : 51MHz ~ 810 MHz
e L oop Through Output : IEC Male

VIDEO DECODER

@ Demodulator Type : ATSC NTIA and 8VSB Standard

e Constellation : QPSK, 64QAM, 256QAM
e Bandwidth : 6Mhz
e Standard : DVB-TEN300744/DVB-12 EN302755

@ [ransport Stream Standard ISO/IEC 13818 1;

e Profile Level MPEG 2 MP@HL H.264 ISO/IEC 14496-10

e Aspect Ratio 4:3 16:9

e Video Resolution 480i/480p/576i/576p/720p/1080i/1080p

MAIN SYSTEM
e Chipset model GX6712S5 AUDIO DECODER

® SPI Flash 4MB

Compliant with Multi-standard audio decoding:

® RAM 64MB ® MPEG-1/2 Layer I/11/1]
e Memory Flash : 32 Mb it / DDR Il 512Mb it e Dolby AC3/AC3+ (optional)
- e DRA 2 CH/5.1 CH (optional)
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