
“In today’s fast-paced, market,
Digital television is a new way to
broadcast the future. High Definition 
Satellite Receiver have become a 
key component allowing people to
access many services offered by
the cable operator”

DVB-S2 HD H.264
Satellite Receiver

AD133

• Free To Air (FTA)

• DVB-S & DVB-S2 Compliant.

• H.264 HD Decoding & 1080P

• USB2.0 for PVR, Time Shift, Timer.

• MP3/ WMA, AVI/MKV/MP4/…, BMP/JPG  playback.

• High Speed MSD7816 (550MHz) processor 

• High Quality Tuner

• 32Mbit Memory Flash

FEATURES

• Video Resolution: Max to1080P.

• Max 2000 TPs and 5000 Programs restore.

• DiSEqc1.0/DiSEqc1.2/ DiSEqc1.3(USALS).

• Support 7 days EPG, Teletext and Subtitle.

• Parental lock, Channel edit, Favorite edit.

• PAL, NTSC and SECAM (optional)

• Dolby Surround System (AC-3) (optional)

• External Power Supply
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WE IDENTIFY THE BEST
TECHNOLOGIES TO FIT YOUR

GOALS AND BUDGET.
WE THEN ENSURE THOSE

TECHNOLOGIES CONTINUE TO
WORK WELL INTO THE FUTURE.

Input frequency range

Standard

Processing speed rate

Flash memory

DDR

RF input interface

Loop

Bands

Symbol rate ratio

Interface Output

Video Decoding

Video Resolution

Audio Decoding

Infra Red External

Working temperatura

Storage temperatura

Power Supply

Media Connection

3.625-4.200GHz and 12-18GHz

DVB-S & DVB-S2 

550MHz

32Mbit

DDR3 512Mbit/1Gbps

F-type

F-type

C - Ku

2.0MBaud - 27.00MBaud

HDMI, Composite, Digital Audio Coaxial 

MPEG-4 part10 /MPEG-2 ISO/IEC 13818,

MPEG-4 Simple/Main/Advanced Profile@Level3(10Mbps),

MPEG-2 Main Profile@ Main Level(15 Mbps)

H.264 MP@L3(10Mbps),H.264 HP@L4.1 (25Mbps)

480i/480p/576i/576p/720p/1080i/1080P

MPEG-1/2/3, HE AAC, AC-3 (optional)

Qty. 1 

+5°C - +40°C

-10°C - +70°C

External Jack 3.5mm 12VDC  

Operating 9W Max 18W Standby 2W

AC 100VAC - 240VAC - 50/60Hz

USB V2.0

Technical specification
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